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Industrial Gear Oil

Technical Data Sheet

IGO (Industrial Gear Oil) SERIES are premium quality 
performance mineral based Industrial gear oils for 
the use of all types of closed system industrial gears 
ranging from normal to heavy-duty applications 
which formulated with high quality mineral base fluid 
and selected extreme pressure additives.

Description

IGO

Applications Advantages

Good rust and corrosion protection
Good seal compatibility
Excellent extreme-pressure & anti-wear properties
Very good resistance to foaming and emulsion 
formation

Wide range of industrial spur, helical, bevel and 
steel-on steel worm gears.
Heavy-duty industrial enclosed gears operating 
under heavy or shock loading conditions and 
requiring extreme pressure performance.
Journal and roller contact industrial bearings 
operating at low speeds and high loads.
Suitable for splash, mist and circulating systems.
Marine gear applications.

Specification Meets

AGMA 9005-E02
AIST (U.S. Steel) 224
David Brown S1.53.101
DIN 51517-3
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ver. 230224

Typical Data of IGO

* These characteristics are typical of current production. While future production, variations in these characteristics may occur

Characteristics Unit Test Method

Colour ASTM
Density 
@ 15°C
Density
@ 30°C
KV at 40°C
KV at 100°C
Viscosity Index
Pour Point
Flash Point
Foam Test
Sequence I
Sequence II
Sequence III

L1.5
0,8769

0,86747

100,20
11,47
101
-15
236

0/0
10/0
0/0

L3.0
0,8854

0,876

150.1
14.72

97
-15
236

0/0
10/0
0/0

L3.5
0,8924

0,88291

220.1
19
97
-12
246

0/0
0/0
0/0

L3.5
0,898

0,88858

320.8
24.84

99
-9

244

0/0
0/0
0/0

L3.5
0,8892

0,87973

459.8
31.05

98
-6

250

0/0
0/0
0/0

L4.0
0,9043

0,89484

1002
57.5
111
-9

256

10/0
0/0
0/0

ASTM D1500

ASTM D445

ASTM D2270
ASTM D97
ASTM D92

L4.0
0,9029

0,89341

679.7
41.62
102
-9

236

0/0
0/0
0/0

Kg/L

Kg/L

cSt
cSt

°C
°C

ASTM D892

ASTM D4052
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